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TECHNICAL SPECIFICATIONS

OPERATING ENVIRONMENT

Network Speed ..............................................4G LTE

Network Coverage.......................................AT&T (LTE bands 2, 4 & 12)

WiFi Standards ...............................................IEEE 802.11b/g/n

WiFi Data Rate ................................................Up to 150 Mbps (802.11n)

WiFi Frequency ..............................................2.412 – 2.462 GHz, Channels 1 – 11

WiFi RF Power.................................................22 dBm (Max)

Antennas ....................................................... (x2) LTE 4 dBi, (x2) WiFi 3.3 dBi

LEDs .................................................................  BLUE = starting, GREEN =  
connected, RED = no service

Max. Consumption ..................................<12 W
Dimensions (H x W x D) .......................4.3 x 5.7 x 1.6 inch

Operating Temperature ........................ 32˚ to 131˚F

Storage Temperature: ............................ -40˚ to 158˚F

Operating Humidity ................................. 10% to 90% 

Storage Humidity ...................................... 5% to 95%

*Connectivity speeds will vary depending on cellular signal strength. 
Certified for use for North America (CA) & AT&T, 3G bands II/IV/V & 
4G LTE bands 2/4/12

Apple and the Apple logo are trademarks of Apple inc., registered 
in the U.S. and other countries. App Store is a service mark of 
Apple Inc. Android, Google Play and the Google Play logo are 
trade marks of Google Inc.

NOTICE: The information and/or specifications stated in this document  
are considered to be preliminary. Taylor Made may change or update  
any information and/or specifications at their discretion.
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The AquaFi™ Hotspot is designed specially for the 
rigors of the marine lifestyle and uses the latest 4G 
LTE technology. All critical components are securely 
contained within AquaFi’s waterproof casing, helping 
it withstand damp environments. Whether you’re 
enjoying a lazy day on the pontoon boat or on a  
serious fishing trip, AquaFi keeps everyone  
connected while on board*.

AquaFi delivers fast, reliable WiFi on-the-go with its 
secure 2.4 GHz connection. AquaFi can connect  
multiple devices at one time at 4G LTE speeds up 
to 150 Mbps. Power is no problem either. AquaFi 
easily snaps in and out from its included charging 
dock. Want to take AquaFi on shore? Simply use the 
included AC-DC adapter and plug AquaFi into any 
110v power supply.

With its waterproof design, AquaFi is designed for 
the boating life. So before you bring any off-the shelf 
hotspot on board, choose AquaFi for your marine 
lifestyle connectivity needs.

Easy setup through the AquaFi app  
(available for download on iOS or 
Android stores)

4G WATERPROOF  
MOBILE HOTSPOT

4G WATERPROOF  
MOBILE HOTSPOT

DATA PLANS STARTING AT $37 PER MONTH.   
Go to taylormadeproducts.com/aquafi for more details



The AquaFi Hotspot is designed specially for the 
rigors of the marine lifestyle and also uses the  
latest 4G LTE technology. AquaFi Hotspot allows  
for more reliable tethering of multiple devices. 

While you can tether multiple devices to your phone,  
the more you add, the worse the experience can  
be is. While most hotspots will put a limit on the  
number of devices you can connect, AquaFi lets  
you connect more than one or two without  
performance problems. 

Unlike using mobile devices as hotspots, you will  
not have to choose between voice or data with 
AquaFi Hotspot. 

This varies by carrier, but with Verizon Wireless and 
Sprint, tethering (via 3G, not via LTE) means you can’t talk 
on the phone. Your phone may ring, but if you choose 
voice, data is disconnected, and vice versa. 

4G LTE connectivity 
with speeds up to  

150 Mbps*

Waterproof design  
contains all antennas  

and critical components

AquaFi’s design allows  
it to float, so don’t  

worry about dropping  
it in the water

Connect up to 10  
users without 

sacrificing speed 
performance

Docking station  
included for easy 
onboard mounting 

solution

AC-DC adapter  
included for use in 

standard 110V power 
outlets for  

off-board use

Nano SIM card 
required for operation  

(included)
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AquaFI Hotspotlets you enjoy connectivity for  
longer periods without drops or throttling. 

During testing, tethered mobile devices dropped  
signal more frequently, than the AquaFi Hotspot.  
This is partly due to firmware, but mostly due to the  
fact the mobile device itself is connected and  
working while your other devices are, too. 

The AquaFI Hotspot offers a unique  
waterproof design. 

AquaFI Hotspot’s high-performance antenna  
design has been engineered to allow best in  
class cell tower coverage. 

The AquaFi Hotspot utilizes diversity antenna  
(2 antennas) /MiMo (Multiple-in / Multiple-out)  
technology, giving it optimal antenna performance 
resulting in the best signal strength and bandwidth. 

When using a mobile device with their smaller and 
weaker antennas, your signal reception changes as  
you move, even just a few steps could change  
reception on a mobile device. 

The AquaFi Hotspot’s connectivity and signal 
strength will stay at your vessel even if your  
mobile device does not. 

Mobile devices setup as hotspots will drop  
connectivity as they move away from the other  
connected devices. Leaving the rest of the  
devices with no connection. 

AquaFi Hotspot leverages AT&T’s industry  
leading mobile connected solutions.  
All advancements found in AT&T’s Connected  
Car and Connected RV solutions are  
contained in the AquaFi Hotspot. 

AquaFi Hotspot eliminates the rapid drain a  
mobile device experiences when being used  
as a hotspot. 

4G networks hit phone batteries hard due to  
the high connection speeds. Multiple devices 
connected to your mobile device’s hotspot can  
drain even the best batteries as rapidly as  
2 hours.

ADVANTAGES OVER  
MOBILE DEVICES  
AS MARINE HOTSPOT


